GENERAL NOTES

THE THICKNESS OF HMA SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOMINAL THICKMESS WiLL BE PERMITTED WHEN SuCH
DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE

OR BASE ON WHICH THE MMA 15 PLACED,

THE RMA SURFACE OF ALL MAILBOX TURNOUTS, PRIVATE
ENTRANCES, COMMERCIAL ENTRANCES, AND SIDE ROADS SHALL BE
MADE MEATLY. IN A WORKMANLIKE MANMER, AND SHALL ACCURATELY
CONFORM TO THE SHAPES AND DIMENSIONS SHOWRN ON YHE PLAN
DETAILS. IF REQUIRED BY THE ENGINEER, THE CONTRACTOR SHALL
SAN CUT THE HMA SURFACE TO CONFORM TC THE SHAPES AND
DIMENSIONS SHOWN ON THE PLAN DETAILS. THIS WORK

wiLL BE INCLUDED IN THE COSY OF YHE HMA SURFACE.

THE BASE COURSE WIDENING SHALL BE CARRIED THROUGH ALL
ENTRANCES, SIDE ROADS, AND MAILBOX TURNOUTS. EXCEPTIONS WILL
BE SHOWM ON THE PLANS,

EXCEPT AS NOTED OM THE PLANS, PAVEMENT GRADES SHOWN ARE AT
HHE TOP OF PAVEMENT SURFACES.

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIVE FOR
THE VARIOUS MMA LIFTS,

FOR STABILIZATION, AL TYPE 111 BARRICADES WILL REGUIRE A MINiMuM
OF FOUR SAND BAGS PER BARRICADE,

SEEDING WILL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS
FROZEN, WET, OR IN AN UNTILLABLE CONDITION. LOCATIONS VO BE
SEEDED WiLlL BE DETERMINED BY THE ENGINEER,

THE FINISHED EARTHWORK SHALL HAVE A YEGETATION SUSYAINING 5001
COVERING THE TOP FOUR INCHES ¢ 100 MILLIMETERS! IN AREAS T0 BE

SEEDED OR SODDED. THE VEGETATION SUSTAINING SOI. REQUIRED WILL
NOT BE PAID FOR SEPARATELY BUT WILL BE INCLUDED IN THE COSY OF
FURNISHED EXCAVATION,

ALL ELEVATIONS REFERRING TO U.5.6.5. MEAN SEA LEVEL DATUM,

AWY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE

INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUBNUMBER
SHOWN IN THE LIST OF STANDARDS OR THE COPY INCLUDED IN THESE PLANS.

THE FOLLOWING RATES OF APPLICATION HAYE BEEN USED IN
CALCUL ATING PLAN CUANTITIES:
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GRANULAR MATERIALS 205 TONS / Cu YD

HMA RESURF ACING 2 LBS 7 S50 D / N

SHORT TERM PAVEMENT MARKING 10 FT 7100 FT OF APPLICATION

MiX FOR CRACKS. Ji% & FLGNYS 0.0003 TONS # 50 YD

LEYEL BINDER (HAND METHOD) 0.0005 TONS / S0 YD

SUPPLEMENTAL WATERING 3 CAL /7 S0 YD 7 APPLICATION

CALCIUM CHLORIDE Z LB / S0 YD / APPLICATION

AGGREGATE DITCH CHECKS 5 TONS AGGREGATE

ALL EXCAVATED MATERIAL, WHICH INCLUDES DIGGING OR GRADING OF ANY
SOIL OR FILL MATERIAL, WITH THE EXCEPTION OF AGOREGATE FILLS, MUST
BE INCORPORATED WITHIN THE 1007 RIGHT OF WAY DUE TO ENVIRONMENTAL
DOCUMENTATION REQUIREMENTS.

HMA HMA

LEVEL SURFACE

BINDER

PG GRADE«- PG 64-22 PG 64-22

DESIGN AIR vOIDS 4,0% o N50 4,0% e NS5O

MIXTURE COMPOSITION 957G L 95

FRICTION AGGREGATE MIXTURE D

DENSITY TEST METHODS COORELATION COORELATION

«Whan RAP/RAS ABR exceeds 20 percent, the high ond low virgln osphoit binder grades
gholt aoch be reduced by one grade {Le, 25% ABR would require o virgin asphoit binder

grade of PG 64-22 10 be reduced to PG 58-28),
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